Case-built 207 in? (3392 cm%) high-torque diesel. 


8-speed mechanical shuttle or optional 4-speed with 
full power shuttle and torque converter. 


14° (4267 mm) backhoe or 14’-18' (4267 - 5486 mm) 
telescoping Extendahoe. Over-center backhoe 
transport position for stability in loading and 
roading. 


Single lever controls bucket rollback, lift, dump, 
lower, float and return-to-dig. 


alli | Gaselrer. 


Construction 
King. 


Absorbs heavy shock loads, maintains power train 
alignment, simplifies servicing. 


Permits servicing of individual components without 
disturbing the rest of the drive line. 


Roomy work platform, sloping hood and grille, and 
6-way adjustable seat improve visibility and 
operating efficiency. 


Unit shown is equipped with non-standard items. 


J1iCase 


A Tenneco Company 


700 State Street Racine, WI 53404 USA. 


Specifications 
580C Tractor 
Construction King 


ENGINE 

Make and mModel.....-..:0. cc ec ecc ec cccbeceereeeeeeies Case G207D diesel 
USL reisttstre Cates shal Re od epee ihcy 6 ey one Adal ela res eins oie goa nee No. 2 alee 

NUMbEr Of CYliNderss, ccc ees etpettedia wis oale ag SHES Seared tees Beles 
Bore: aNd StrOKe: oni dicks ech a eR ee Gah dieteidie ered g wccle Bea ado. 8 oiele 4" x 4. 135" 
(101.6 mm x 104.8 mm) 
DiS PIACOMEN tS, foiscs)sueycieten creel digas tare bele soba eueine’s wrasse 207 in? (3392 cm°) 
ElSCtriGal?SYStOM is Sscis.¢ gr coco ales nbd os oie aioe elgg Redes Seb td gigas pide Slate oh, Satan 12V 
AUBIN ges screw ons eel S45 die Rea AR ELSE CAwEN RD ORES ECR M OSS (2) 6V 
Alternator .......... 42 amp 
Compression ratio ....... 0... cece eee eee eee -. 16.5 to 1 
FUBIMMGUCHOIN. 5 05, sl accran pot eee osbne ie Baad age G kiss dad Injectors 
FUCL:SUPDIY iis 2 acgsonela vedas ce okies tig dhe otis oes Read ee Injection pump 
Air ClOANED .0..6 vas wien Nenes cease ein yeie es Dry type-repiaceable element 
Oil filter—full flow 0.0... cece eee ee eee ee eee Replaceable cartridge 
LU DIN CATION oe vine siars sds ew ascii tte Ves wlerorbledesareew oo ersiary mate vloress Positive pressure 
Cooling system.......... cc cece ee eter eee ee Pressurized—4 psi (0.28 kPa) 
Horsepower ower shuttle 
(TEMig; Tated a ccesthecestacevhe pen etwisdeedsed eeeeidees 2 @ 2100 rpm 
(46.23 kW es 2100 r/min) 
(2) SAB NOt ee. icrd we etealevclals Sie howe Se techie bay es Rolain eu < 55 @ 2100 rpm 
(41.01 kW @ 2100 r/min) 
Dry clutch 
(CU) IMIG: TateG os.ce dimou we wages peetinns coe Rb ah4e vcee's 7 @ 2100 rpm 
(42.50 kW @ 2100 r/min) 
(2). SAE OO o60i4. 25 oe whe dan eee Saeed re gneaeases sé 0 @ 2100 rpm 
(37.28 ae 2100 r/min) 
Maximum torque, ft-lb (m-kg) lower shuttle 
CTY MEG. PAE oh rice when cd ewdeplai ieee xadeiiaceerte 163 @ 1300 rpm 
(221 Nm @ 1300 r/min) 
(2) SAE NGt ss cccciis coe enr ews detencs Ria kuee ave tease see 153@ 1300 rpm 
(207 Nm @ 1300 r/min) 
Dry clutch 
(1)Mig: rated oc fcseaetaters ds Lek ed ae new ate beens. 147@ 1400 rpm 
(199 Nm @ 1400 r/min) 
(2Y SAE NEE soce baie eanecad Sea aus ee ek ooo eee 137 @ 1400 rpm 


(185 Nm @ 1400 r/min) 


(1) Manufacturer's rating of maximum engine horsepower or torque at 
flywheel when equipped with oil and water pumps. Fuel set at maximum 
quantity for this application. Corrected to sea level 29.92” (760 mm) Hg and 
60 °F (16°C) dry air. 

(2) SAE net flywheel horsepower or torque of engine as applied to this vehicle 
when equipped with operating accessories including oil and water pumps, 
alternator, air cleaner, fan and muffler. Corrected to 500’ (152.4 m) altitude 
with .38” (10 mm) Hg vapor pressure 29.38" (746 mm) Hg observed 
barometer and 85°F (29°C) per SAE J816a specifications. 


POWER TRAIN 


Standard transmission: 8-speed synchronized sliding spur gear with dual 
range lever and synchronized shuttle shift. Permits on-the-go shifting up from 
2nd to 3rd to 4th and down from 4th to 3rd in both Hi and Lo ranges. 


Optional transmission: 4-speed sliding spur gear with full power shuttle and 
torque converter. Permits on-the-go shifting up from 2nd to 3rd to 4th and 
down from 4th to 3rd. 


Clutch: Foot-operated, mechanical, single plate, dry disc, 11” (279.4 mm) 
diameter with ferrometallic lining (not on torque converter models). 


Torque converter: Single-stage hydrokinetic type (2.53 to 1 ratio) — optional. 


Reversing unit: Standard — synchronized sliding gear (manual). Optional — 
full power (hydraulic clutches) 


Brakes: Individual or simultaneous foot-actuated, hydraulic self-adjusting, 
6.5" (165 mm) bands and disc with over-center type parking brake. 


Differential lock. 


FRONT AXLE RATING 


DYNAMIC . 1... cece cece eee eee eee teenies 44,000 Ibs (19 958 kg) 

AUG: ie b hnlng seaaid gn Paws a. 5 oan ae ew leg ha Dele a maton 11,500 Ibs (5216 kg) 

REAR AXLE RATING 

DYNAMIC . 0. cei cece eee e cee e erect erect ene eetenens 54,000 Ibs (24 494 kg) 

SAIC iis oes vce tend e's sever ateage ened eee events 13,500 Ibs (6123 kg) 

STEERING 

POWES- St@ONiING ic oe cassis Geers a5 goad bie bdrevia- aes, 0 6iece Ayo aldanleiny apd Diva ate Hydrostatic 

Turning ratio (stop to Stop) .... 0... eee ee eee eee eens 2-3/4 turns 

Cylinders — two, double acting ..................0.. 1.5” dia x 6.5” stroke 
(38.1 mm dia < 165.1 mm stroke) 

CAPACITIES 

Cooling SYSIOM. «2 .6cs0ds csascssautdancpewneceewee eas 5.25 gai (19.8 liters) 

PUG IBAK stew cte twdove ete ctceuieg vee oo OG ox EN EAS Re et 22 gal (83 liters) 


Engine lubricating oil w/filter... . 7 qts (6.6 liters) 


WO TG. 53.55. cone tas tapaqen keh and 6 qts (5.7 liters) 

Transmission 
Power Shuttle o.c. 0055 maces by enids cedied ve kare deansasans 8 qts (7.6 liters) 
Mechanical shuttle... 0.0.0.0... ccc eee eee eee nee 2 qts (1.9 liters) 
DISEMING ie See esate Feige Gisce4 5:5 MEK atone dia tae US's Seabee cae NEE 3 qts (2.8 liters) 
RESEIVOI Tilhiwicciey bd pacdaea snes Ganka neues £84 twa’ be 1 qt (1.9 liters) 
Hydraulic reservoir refill... 0.0.0.0... cc cece eee eee eee 17 gal (64 liters) 
Hydraulic reservoir refill and filter ...................05. 17.5 gal (66 liters) 


TRACTOR OPERATIONAL DATA 
Curb clearance circle diameter — w/o brakes ............ 241" (7340 mm) 
w/brakes .............- 21'2” (6451 mm) 


TRAVEL SPEEDS mph (km/h) of standard loader/backhoe 
Standard: Synchronized shuttle shift transmission with ferrometallic clutch 
@ high idle (2300 (Pn ie 9 x 24, R4 lg . 

2 3rd 4t 


ert “aah mph km/h mph km/h mph km/h 
Low range 


Forward 2.1 3.4 41 6.6 7.7 124 13.9 22.4 
Reverse 2.6 4.2 5.1 8.2 96 154 17.5 28.2 
Direct range 
Forward 3.4 5.5 66 106 125 20.1 225 36.2 
Reverse 4.3 6.9 8.1 13.0 153 246 279 449 
Optional: Full power shuttle transmission and torque converter @ high idle 
(2300 rpm) (2300 r/min), 14.9 x 24, R4 tires: 
1st 2nd 


3rd 4th 

mph km/h mph km/h mph km/h mph km/h 
Forward 3.9 6.3 68 109 122 196 21.4 34.4 
Reverse 3.5 5.6 6.1 98 110 17.7 195 31.4 
TRACTOR DIMENSIONS 
Overall length icin ceased pie ade ti ences teas aoe 10'11.3" (3327 mm) 
Overall width .......-...... cece eee 6'5.5" (1968 mm) to 68.1” (2034 mm) 
Height: to top of ROPS .......... ccc cece eee eee eee ee 8'6" (2591 mm) 


8'6" (2591 mm) 
Feehan 8'9" (2667 mm) 
5'11.8” (1824 mm) 


Height: to top of Cab... ou. cc ccscesg cn Fes ee ened Oe ee nee wee 
Height: to top of exhaust stack ... 
Height: to top of steering wheel 


Ground clearance (tractor main frame) ..............00005 10.8" (356 mm) 
Front wheel tread.............---0.006 4'11" (1499 mm) to §’2" (1575 mm) 
Rear wheel tread .............. 02 ec eee 5’ (1524 mm) to 56" (1676 mm) 
WHECI DASE viscose ieee iciainse gis ech hare OR diatere by nre re gad Maclan tee Seed 6'10" (2083 mm) 


NOTE: Specifications taken with 7.50 = 16, 10PR, (L1) rib front tires. 14.9 x 24, 
6PR, (R4) rear tires, ROPS 14’ (4267 mm) backhoe, loader, 74” (1880 mm) short 
lip and 24” (610 mm) trenching bucket, and standard equipment unless 
otherwise specified. 


TRACTOR APPROXIMATE SHIPPING WEIGHTS 


Power shuttle 


and torque converter Dry clutch 
Drawbar tractor with ROPS ............... 5614 Ibs 5614 Ibs 
(2546 kg) (2546 kg) 
580C TIRES 
Used on all machines 
Ply Pressure 
Type Size Rating Tread PSI kg/cm? 
Front 7.50x16 10 (L1) Rib 56 3.9 
Front 7.50x16 10 (L1) Truck Tread 56 3.9 
Front = 11L*16 10 (L1) Truck Tread 48 3.4 
Used on all machines without Extendahoe 
Rear 14.924 6 (R4) Utility Traction 20 1.4 
Rear 14.924 8 (R4) Utility Traction 24 1.7 
Rear 16.9*24 8 (R4) Utility Traction 24 17 
Rear 17.5Lx24 6 (R4) Ind. Sure Grip 16 V1 
Rear 17.5Lx24 8 (R4) Ind. Sure Grip 22 1.5 
Used on machines with Extendahoe 
Rear 16.924 (R4) Utility Traction 24 1.7 
Rear 17.5Lx24 8 (R4) Ind. Sure Grip 22 1.5 


TRACTOR STANDARD EQUIPMENT 

Anti-freeze solution to -20°F (-29 °C). Heavy-duty front axle with fixed tread of 
59” (1499 mm). Dry type replaceable cartridge air cleaner. Heavy-duty clutch. 
Swinging drawbar. 12-volt electrical system. Case G207D diesel. Rear fenders. 
Full flow oil filter. Floor plates. Front wrapper and heavy-duty grille. Gauges 
and instruments: condition light for loader and backhoe hydraulic system 
filter, converter temperature gauge (power shuttle tractor), fuel level gauge, 
temperature gauge, hourmeter, engine speed indicator (tachometer), engine 
oil pressure warning light, alternator indicator light, air cleaner restriction 
light. Illuminated instrument cluster. ROPS canopy with two shock-mounted 
headlights and combination rear working and red taillight. Up-right oval 
muffler with deflector. Deluxe easy-ride seat. Hydrostatic steering. Hand and 
foot throttles. 14.9 x 24, 6PR, R4 Utility Traction tread rear tires. 7.50 *16,10PR, 
L1 front tires. Tool box. 8-speed mechanical shuttle transmission with clutch. 


OPTIONAL EQUIPMENT 


ROPS cab with seat belt. Anti-freeze to -40° F (-40°C). Engine side panels. 
Lock-up kit. Horn. Combination tail, stop, directional lights with flasher 
attachment. 23 hp (17.15 kW) 540 rpm (540 r/min) hydrostatic PTO with 6 
tooth SAE 1.375” (35 mm) shaft. Front end weights. Modular 3-point hitch. 
Noise suppression kit. 4-speed power shuttle with torque converter. Back-up 
alarm. SMV emblem. Spark-arresting muffler. Cold weather starting aid. Arm 
rest. Rotating beacon. Heater and defroster. Special paint. Junior Road King 
seat. 


580C LOADER 


10'9.8" 
(3297 mm) 


m) 


OPERATIONAL DATA* 


Lift capacity to full height............. 0... cece e eee ee 4700 Ibs (2132 kg) 
Height to bucket hinge pin ....... ee eee eee ee 10'9.8” (3297 mm) 
Bucket rollback at ground line ........ cc cece cee eee eee cece ees 40° 
Breakout force ...... ccc cect c een neces est eeeesersenes 7200 Ibs (3266 kg) 
Dump angle at full neight ...... 0... ce cece eee eee eee 45° 
SPACING ANGIE i 5. co aes sosin.y Ne eww Se Cees wee ood ba Ones hed wale et 110° 

Short Lip Long Lip 


Digging depth below ground 


bucket flat oc ciacedends cetce sweeney 2” (50.8 mm) 2" (50.8 mm) 
Dump clearance at full height 

95° GUND choise bet hd tain whe geet ye 8'7.5" (2629 mm) 8'3" (2515 mm) 
Dump reach at full height 

459 GUMB So ie gains ane koe hagreat ioe 24.6" (625 mm) 28.6" (726 mm) 
Reach—bucket on ground ......... 5'11” (1808 mm) 65" (1956 mm) 
Raising time to full height.................... 4.4 sec 4.4 sec 
Bucket dumping time ...................0e ee eee 8 sec .8 sec 
Lowering time, power down...............605 3.0 sec 3.0 sec 
Return-t0-dig..... cree c eect eee renee aces 3.6 sec 3.6 sec 


“Measurements taken with backhoe installed. 


LOADER DIMENSIONS 


Overall operating height .......... 13'2.8" (4034 mm) —13’2.8" (4034 mm) 
Overall length—with loader ....... 15'5.9" (4722 mm) 1511" (4851 mm) 
Overall width—with C/W or 

SPL PUGH hc cease citdeenaees 65.5” (1968 mm) 65.5" (1968 mm) 


Turning clearance circle — 
bucket rollback—hinge pin 
at SAE carry position 
—brake turn... 2... ce eee eee 302.25” (9169 mm) 30'7" (9322 mm) 
—without brakes ................ 32'3” (9830 mm) 32'10" (10 008 mm) 


LOADER APPROXIMATE SHIPPING WEIGHTS 

(less buckets) 

NOTE: Weights include loader without bucket — with rear mounting arms — 
without rear attachments. Each machine is with 7.50 16, 10PR, (L1) Rib front 
tires and 14.9 x 24, 6PR, (RA4) Utility Traction rear tires. 


207D diesel—power shuttle .............0. 0. cece eee eee 6875 Ibs (3118 kg) 
207D diesel—dry clutch............ 00. cece eee eee e ee 6875 Ibs (3118 kg) 
Rear counterweight.............. 0. cee cee ne eens add 1495 tbs (678 kg) 
LOADER BUCKET SIZES 
Capacities (SAE) 
Width Heaped Struck Weight 

inch mm Type tt m> te m> Ibs kg 

74 1880 Short Lip 21.06 0.60 17.81 0.50 600 272 
74 1880 Long Lip 23.26 066 20.33 0.58 640 290 


74.75 1899 4-in-1 23.84 067 19.62 056 1040 472 
Long Lip 27.69 0.78 23.59 0.67 
4-in-1 26.70 0.76 21.91 0.62 1130 513 


LOADER HYDRAULIC SYSTEM 


Hydraulic pump ieee ik cas cc eee eek nas Positive displacement, gear type 
Pump capacity: ; 
Power shuttle and dry clutch............ 26 gpm @ 2100 rpm @ 2300 psi 


(98 l/min @ 2100 r/min @ (15.85 kPa) 
Control vaive main relief pressure 


(Loader valve): ....... cee cece ee eee 2300 + 50 psi (Cartridge relief) 
(15.85 + 344 kPa) 
S-pointhitchis cece ica ee Soe Maes able eed dala als Bace8 1800 + 50 psi 


12.41 + 344 kPa 


Filtration: 25 micron, full-flow replaceable cartridge on return line. Condition 
indicator gauge for filter. 

Loader control valves: Mono-cast, two or three spool. Single lever control for 
lift and tilt. Extra lever for 4-in-1 bucket. Lift lever has positive hold “float” 
position and “return-to-dig” feature. 


2) ieiatititae cetats Senta Sates eatalbes Be wishes 3” dia x 31.5” stroke, 1.75" rod 

(76 mm dia x 800 mm stroke, 44 mm rod) 

TUNAZ): bv anand Sh-oeals Magee dO NUS Sas. cag Soe 2.5" dia x 20"stroke, 1.5" rod 
(64 mm dia x 508 mm stroke, 38 mm rod) 

Clan (8) seninteateccaha sen ess evahaeeeege 3” dia x 9” stroke, 1.75” rod 


(76 mm dia x 229 mm stroke, 44 mm rod) 
Hydraulic lines: steel tubing with brazed or flared fittings and wire-braid, high 
pressure hose with crimped, full-flow fittings. 
4-IN-1 BUCKET OPERATIONAL AND 
DIMENSIONAL DATA 


Lift capacity to full height........ 
Height to bucket hinge pin.... 


4170 Ibs (1891 kg) 
10'10" (3302 mm) 


Bucket roliback at ground lIN€ 1.0.0... cece eee ence eee ee 40 

Dump angle at full height .......... cece cece eee eee eee te eee 50° 
Grading angle — clam Closed ......... ccc cece eee e een eee ete neces 118° 
Digging depth below ground — bucket flat.................. 4.5" (114 mm) 
Digging depth — using Clam ........ cece eee e eee eee ees 46" (1168 mm) 
Dozing depth — Clam Open ........ cece cee cece eee 4.5” (114 mm) 


Dump clearance at full height—50° dump—ctam dump... 9'7.2" (2926 mm) 
—bucket dump.. 8'6” (2591 mm) 


Dump reach at full height — 50° dump...............-..005 19” (533 mm) 
Breakout fOrce: 2.4 oe bica Sed eo bas he ee oe eule ee Se 6370 Ibs (28 335 N) 
Reach — bucket on ground ............ 2. eee ees 54" (1372 mm) 
Raising time to full height... .... 00... cence eee 4.4 sec 


Bucket dumping time ......... 
Lowering time, power down. 
Return-to-dig..............025 
Overall operating height ........... 0. cece cece cence es 


Overall length — with bucket on ground............... 15'10.6" (4841 mm) 
Turning clearance circle — brake turn...............0005 31'4” (9550 mm) 

— without brakes.............. 33'2" (10 109 mm) 
Ground clearance (at backhoe main frame) ............... 10.5" (267 mm) 
Width of dozer cutting edge........... cece ee cece eee eee 6'9.3" (2065 mm) 
Maximum clam Opening. ............ ec ccc ee eee eee 31.3” (947 mm) 
Moldboard height.......... 6. cece cece cece eee eee nee 2’10.5" (876 mm) 


NOTE: Specifications taken with 7.50 x 16, 10PR, (L1) Rib front tires, 14.9 x 24, 
6PR, (R4) Utility Traction rear tires, 4-in-1 bucket, ROPS canopy 14’ (4267 
mm), backhoe w/24” (610 mm) trenching bucket and standard equipment. 


LOADER MODEL STANDARD EQUIPMENT 

All tractor standard equipment with fixed disc wheels (no drawbar) plus loader 
(less bucket) and hydraulic system complete. Hydraulic-leveling. Single lever 
control. Return-to-dig. Bucket position gauge. 

LOADER MODEL OPTIONAL EQUIPMENT 


All tractor optional equipment plus: Rear counterweight. Bucket teeth. Backfill 
blade. Pallet forks. Accessory hydraulics. 


14’ (4267 mm) BACKHOE caer Swing (2) oo. c cece cee cence cents een e cease 4" dia x 11.2” stroke, 2” rod 
a 212.9 (102 mm dia x 285 mm stroke, 51 mm rod) 
ae (6474 mm) ————> Boom (2)... ..cccceeeeeceeesseevvesees 3.2" dia x 42.1” stroke, 1.75” rod 
+—..17'8.8 | (83 mm dia x 1069 mm stroke, 44 mm rod) 
(5405 mm) Dipper (1)...0.cec ces eee eee eec eee ceetenees 4" dia x 35.12" stroke, 2” rod 
(102 mm dia x 892 mm stroke, 51 mm rod) 
Backhoe controls: Sectional valve with four spools — boom, dipper, bucket 
and swing. Foot swing or hand swing (optional), regeneration and hydraulic 
cushioned swing stops. 
67.5" 20° Mono-cast, two spool valve for stabilizers with pilot check valves. 
(2019 mm) (6096 mm) BACKHOE BUCKETS 
111.6" Width Weight 
(3393 mm) Inch mm Type ibs kg 
12 305 Trenching 217 98 
18 457 Trenching 258 #117 
24 610 Trenching 295 134 
30 762 Trenching 330 150 
36 914 Trenching 378 «6171 
18 457 HD Trenching 326 148 
0 24 610 HD Trenching 386 175 
30 762 HD Trenching 446 202 
2' 36 914 HD Trenching 475 215 
12 305 Bellnole 122 55 
4 i 16 406 Bellhole 170 77 
H 30 762 Beilhole 236 107 
i i 36 914 Bellhole/Graveyard 263 «119 
6 u Frost point 161 73 
1 
8 E L 
: bellhole 
” Y bucket 7 7 
12' = 
14 st LIFT CAPACITY FIGURES ON THIS 
a CHABT ARE 87% OF THE MAXIMUM 
16° LIFT FORCE PER SAE DEFINITION. 
Figures stated in chart are determin- 
* hs ed by Static test and do not include 


6 4 2 0 2 4 6 8 10’ 12’ 14° 16’ 18° 20 


580C CONSTRUCTION KING WITH LOADER AND 
14’ (4267 mm) BACKHOE OPERATIONAL DATA 


Overall reach from rear axle centerline...............06. 21'2.6" (6467 mm) 
Digging radius from swing pivot........... 2.000. eee ee 17'8.5” (5398 mm) 
Digging depth — SAE ........ 0. eee cee eee 14'2.2" (4523 mm) 
LOAdING NBIGNY csde0sdo-cae x vese naetuesla saan wena ees 1171.6” (3393 mm) 
L@ AGING TEAC. fai cts cleo Sebi aes Ae aed eam aR Ee eS 67.5" (2019 mm) 
SWINGHATC aii0 i, 2% Secteg uit: Cased mieten Mee eae Tamnee neh ae Ie 180° 
Bucket rotation — #1 positiOn... 0... ce eee ee eee 166° 
Sa 02 DOGINGH 0460. 4.54 case sauey 4 end caquue bon yaes 151° 

Stabilizer spread in operating position 
SIAM QIC: cei ist, dik gonne ieee nia hose show airs oi Rusa -y Elura a doa 9'1.5" (2781 mm) 
Stl Mt ayy acotieni oth dan add Woe soci ans a Tesremdertre eee marae oe 9°5" (2870 mm) 

Stabilizer spread in transport position 
HANGOIEO! a Hie ins ocd boa ne derdsnnds Mentone dan ate wee 6'11.8" (2128 mm) 
== StHAlONt. cai ver vine casey s @x wnianaioia gn se wend ct lads 7'9.2" (2367 mm) 
Stabilizer angle from Straight Position 0... cee eee eee eee 20° 
Digging force, bucket cylinder, SAE ................... 9732 Ibs (43 290 N) 
Digging force, dipper cylinder, SAE ................... 5549 Ibs (24 683 N) 


Leveling angle (maximum grade on which the 
backhoe will make a vertical cut) 


— S(ADINZETS BNGIEG ccc. evi cows cienres ue dn oea key en reer wens odes wee ne 12° 

— Stabilizers StraiOnt 2. s.45s0c9uui ced riven ted Dis iyeedsruaeerp andes 13° 
14' (4267 mm) BACKHOE DIMENSIONS 
Overall height, MaximuM....... 0... 0. c eee eee eee eee 20° (6096 mm) 
Transport height. 0.0.0.6... eee eee 112.5" (3416 mm) 
Overall width—travel position 

— stabilizers angled ......... eee eee es 6'11.8" (2128 mm) 

— stabilizers straight .... 0.0.0... ccc cece eee 79.2” (2367 mm) 
Overall length — transport position 

— Short lip BUCKET. c.g cece e sees eau ease bones Hebe nes 21°10" (6655 mm) 

== NGAO NS DUCKED, oscnsesdesi2ag bso cenesae Se ued veces 22'3.1” (6784 mm) 

= Asia) DUCKS. ea car aegcl eee ceed ag panded ead Renee 22'.6" (6721 mm) 
Ground clearance at backhoe main frame..............+.. 10.5” (267 mm) 
ANGIO OT UCDOIMIGG oc vn cgusicae nus caceee a endexue ned oes adhe Gre daad aed 22° 


580C WITH 14' (4267 mm) BACKHOE APPROXIMATE 
SHIPPING WEIGHTS (less buckets) 

2070 diesel — power shuitle ....................0000. 10,185 lbs (4620 kg) 
2070 diese! — dry clutch .......c06--ccaeeeseesee eens 10,185 lbs (4620 kg) 
NOTE: Specifications taken with 24" (610 mm} trenching bucket, 74” (1880 
mm) short lip loader bucket, 7.50 x 16, 10PR, (L1) Rib front tires, 14.9 24,6PR, 
(R4) Utility Traction rear tires, ROPS canopy and standard equipment unless 
otherwise specified. 


580C BACKHOE HYDRAULIC SYSTEM 
One basic hydraulic system serves both loader and backhoe. For complete 
details, see loader section. 
Backhoe cylinders: 
Stabilizer (2) . cece ctaaes es Sageee dane ae es 4" dia x 19.4” stroke, 2” rod 
(102 mm dia x 503 mm stroke, 51 mm rod) 


dynamic factors. 


1987 Ibs. (901 kg) 5 
2297 Ibs. 1913 Ibs. (868 kg) 
(1042 kg) 2117 Ibs. (960 kg) a 
2 2110 Ibs. 7991 Ibs. (903 kg) 
© (957 kg) 2143 Ibs. (972 kg) : 
2123 Ibs. "7492 Ibs. (677 kg) 8 
(963 kg) 2109 Ibs. (957 kg) : 
2414 Ibs. “1275 Ibs. (878 kg) | © 
| off | (1095 kg) 2000 Ibs. (907 kg) 
3553 Ibs. “7162 Ibs. (527 kg) | 4 
| (1612 kg) 1828 ibs. (829 kg) / 
(0) acme “1095 lbs. (497 kg) | * 
| | | L 1878 Ibs. (B52 kg) 0 
ground line 0 2 4° 6 8 10° 12’ 14° /°1132 Ibs. (513 kg) 
| | | 1826 Ibs. (828 kg) % 
Top number - Lift capacity within “1222 Ibs. (554 kg) 
45° either side of of prime mover. 1826 Ibs. (828 kg) 4 
Bottom number - Lift capacity any- 
where within full swing arc. 1765 Ibs. (800 kg) 
* Figures are stability limited 6 
and are 75% of tipping load. 1835 Ibs. (832 kg) 7 
2035 Ibs. (923 kg) oe 


14’ (4267 mm) BACKHOE STANDARD EQUIPMENT 


All tractor standard equipment with fixed disc wheels (no drawbar). Model 35 
Loader (less bucket) with hydraulic-leveling, single lever control, return-to-dig 
and bucket position gauge. Model 35 Backhoe (less bucket) with quick- 
disconnect mounting and single, turn around seat. Cleated stabilizers. 
Complete hydraulic system including three-lever, foot swing backhoe control. 


14' (4267 mm) BACKHOE OPTIONAL EQUIPMENT 

All tractor and loader optional equipment plus frost point ripper tooth. Dual- 
lever backhoe controls in lieu of foot swing. Case dipper light. Street-cemetery 
stabilizer pads. Heavy-duty Duro Mat pads. Heavy-duty backhoe teeth. Front 
counterweight. Boom lockout. Boom cylinder guards. 


14’ - 18'(4267 - 5486 mm) 
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580C TELESCOPING HYDRAULIC 14’ TO 
18’ (4267 - 5486 mm) EXTENDAHOE 


HYDRAULIC EXTENDAHOE OPERATIONAL DATA 


Retracted Extended 
Digging depth — SAE .............. 0.0. eae 143” 18°1.5" 
(4343 mm) (5524 mm) 
Overall reach from rear axle 
centerline ....... 6. cece eee eee eee 21'5.8" 25°3.1" 
(6548 mm) (7699 mm) 
Digging radius from swing pivot.......... 17°11.5" 21'9" 
(5479 mm) (6629 mm) 
Loading height ........... 0. cece eee eee 12'2.2" 14'11.5" 
(3713 me (4559 mm) 
Loading re@Gh...c 0c sks cee eeeceues eee eee nun iene 4.2" 
(1651 mm) (2469 mm) 
Bucket rotation ~ #1 position...............05, 162 
— #2 position...............06. 188 ul 146° 
SWING ANC. crc eres ces ceedak ede tend aaelew ieee 180° 180° 
Stabilizer spread in 
operating position 
ANGIE . -.seess ccs vis aoe Seeder i ed 9'1.5” 91.5" 
(2781 mm) (2781 mm) 
S SUIQN i050 caieesed neaedeaciaereeawus cane 95 5. 
(2870 mm) (2870 mm) 
Stabilizer angle from 
straight position .......... 0. cee cee cece eee eee 20° 20° 
Digging force, bucket cylinder, SAE........ 9827 Ibs 9827 Ibs 
43 713 N) (43 713 N) 
Digging force, dipper cylinder, SAE ........ 5374 Ibs 3747 Ibs 
(23 905 N) (16 667 N) 
Leveling angle (maximum grade 
on which the backhoe will make 
a vertical cut) 
— stabilizers angled ........ 0... cee ee eee eens 12° 12° 
—Stabilizers straight .............. 0c cece eee 13° 13° 
HYDRAULIC EXTENDAHOE DIMENSIONS 
Overall height maximum ...........0-e reece 24'6.5” 
(ea57 mm) {7480 mm) 
Transport height.....0.c.cc cece ered e erases iv 
(3462 mm) 
Overall width — travel position 
— stabilizers angled ..............seeeeeeee 611.8" 611.8" 
(2128 mm) (2128 ye 
—stabilizers straight .........-. 0c. cece eee 7’ 79.2 
(2367 mm) (2367 mm) 


Overall length, loader bucket — 
SAE carry position 


= short: lip DUCKCL .ccc4 ec ideend kota e gad wdie awa e gatas eh as ates 22'3.6" 
(6797 mm) 

— long lip buCKet, 00.1.4 -cecee eters cae ee eee ene e thee nba hee, 22'8.7" 
(6926 mm) 

= AAI DUGKEL 4c. ces devinse ee oes eGo weaved ees eee eea eed es HOES 22'6.2” 
(6863 mm) 

Ground clearance at backhoe 

MAIN AAMC S52 cients tard da Pege wise Ae eaa ads Seiiegane 10.5” 
(267 mm) 


NOTE: Specifications taken with 24” (610 mm) trenching bucket, 74” (1880 
mm) short lip loader bucket, 7.50 x 16, 10PR, (L1) Rib front tires. 17.5L * 24, 
8PR, (R4) Utility Traction rear tires, front 700 Ib (318 kg) counterweight, ROPS 
canopy and standard equipment unless otherwise specified. 


HYDRAULIC EXTENDAHOE APPROXIMATE 
SHIPPING WEIGHTS w/ROPS (less buckets) 


G207D diesel — power shuttle ...............00. eee 11,440 Ibs (5189 kg) 
G207D diesel — dry clutch..... 0... ccc cece eee 11,440 Ibs (5189 kg) 
Front counterweight for Extendahoe..........-.....000e ee 705 Ibs (320 kg) 


EXTENDAHOE HYDRAULIC SYSTEM 


See loader section for details. 


BACKHOE CYLINDERS 


Backhoe 
Stabilizer (2)... . cece eee eee 4" dia x 19.4” stroke, 2” rod 
(102 mm dia x 503 mm stroke, 51 mm rod) 
SWING (2) sescawetawen eines 'eeaaa se fever em nee 4" dia x 11.2” stroke, 2” rod 
(102 mm dia * 285 mm stroke, 51 mm rod) 
BOOM) (2) «3 edccdies nbc. mied nmaticert. walm tuned a 3.2” dia x 42.1” stroke, 1.75" rod 
(83 mm dia x 1069 mm stroke, 44 mm rod) 
DIP DEK (CU) se steceten: ead gate de winnagrea eee ecenelh ale ore oe 4" dia x 35.12” stroke, 2” rod 
(102 mm dia x 892 mm stroke, 51 mm rod) 
BUChONT). «diveua ce evoavs ee laawaese iw cduns 3.5" dia * 30.6” stroke, 2” rod 


(89 mm dia x 777 mm stroke, 51 mm rod) 
Dipper Extension (1)................ 00.0 3” dia < 48” stroke, 1.5" rod 
(76 mm dia x 1219 mm stroke, 38 mm rod) 


EXTENDAHOE STANDARD EQUIPMENT 

All tractor standard equipment with fixed disc wheels. Loader (less bucket) 
with single-lever control, return-to-dig and bucket position gauge. Hydraulic 
telescoping Extendahoe (less bucket). Complete hydraulic system including 
three-lever, foot swing backhoe control. Quick-disconnect mounting. Single, 
turn around seat. Cleated stabilizers. Front counterweight. 


EXTENDAHOE OPTIONAL EQUIPMENT 
Same as 14’ (4267 mm) backhoe. 


3-POINT MOD HITCH OPERATIONAL DATA 


Cylinders: 
Lif (1) catia eebdwmens commie ees eomya we 3” dia x 8.4” stroke, 1.5” rod 
(76 mm dia « 214 mm stroke, 38 mm rod) 
THI) ie Siecesa eet oa eanae Rae muowans 2.5" dia x 6.31” stroke, 1.25” rod 


(64 mm dia x 160 mm stroke, 32 mm rod) 
PUSH cs sve Sone Rane e ee eee tueewseeen’ 2.5" dia x 7” stroke, 1.25” rod 
(64 mm dia x 178 mm stroke, 32 mm rod) 


MOD HITCH HYDRAULICS 

3-point Hitch: Sectional valve with four spools — lift, tilt, pitch and auxiliary. 
This is a pressure compensated valve with a detented “float” position in the lift 
spool. The main relief valve in this valve is a haan lower than loader system 
pressure. (Optional lock check and globe valve kit.) 


MOD HITCH APPROXIMATE SHIPPING WEIGHTS 
Rear counterweight............ 00.00 e ener tenet eee 1495 Ibs (678 kg) 
B=POINU MITCH os ccs esi ate e darace a dieeque ead ade ie ding pt Gu arececw a wr 708 ibs (321 kg) 


Extendahoe and Construction King are trademarks of J | Case Company. 


NOTE: All specifications are stated in accordance with ICED Definitions or 
SAE Standards or Recommended Practices, where applicable. 


important 
J | Case Company reserves the right to change these specifications without 
notice and without incurring any obligation relating to such changes. 


14'-18' (4267 mm - 5486 mm) telescoping Extendahoe provides up to 4’ (1219 mm) of Self-leveling loader keeps payloads moving. 
extra reach and dig depth. 


Case 3-point Mod Hitch increases job opportunities. 14' (4267 mm) backhoe speeds excavating and truck loading cycles. 


Sold and serviced by: 


Form No. UD80978 Printed in U.S.A. 


